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MFMA  400W - 1.5kW

MFMA series (Middle inertia)

17-bit 
Absolute/      

Incremental 

17-bit 
Absolute/      

Incremental 

2500P/r
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2500P/r
Incremental

Motor model

Rotary encoder specifications

K e y  w a y

Motor output

Mass (kg)

Connector/Plug specifications refer to page A4-142

Without brake 

With brake 

Without brake 

With brake 

<Cautions> Reduce the moment of inertia ratio if high speed response operation is required.
Read the Instruction Manual carefully and understand all precautions and remarks before using the products.

* Dimensions are subject to change without notice. Contact us or a dealer for the latest information 
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(Key way dimensions)
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It is used to pull out the key.

Motor Dimensions
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MFMA  2.5kW - 4.5kW

MFMA series (Middle inertia)

17-bit 
Absolute/      

Incremental 

17-bit 
Absolute/      

Incremental 

2500P/r
Incremental

2500P/r
Incremental

Motor model

Rotary encoder specifications

K e y  w a y

Motor output

Mass (kg)

Connector/Plug specifications refer to page A4-142

Without brake 

With brake 

Without brake 

With brake 

<Cautions> Reduce the moment of inertia ratio if high speed response operation is required.
Read the Instruction Manual carefully and understand all precautions and remarks before using the products.

* Dimensions are subject to change without notice. Contact us or a dealer for the latest information 

Motor cannon plug

Encoder cannon plug

(Key way dimensions)
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MFMA
400W - 4.5kW


