
 

E-Motion America，Inc.                                                                            www.emotionamerica.com 

43397 Business Park Drive,Ste D3,Temecula,CA92590     
PH:951-699-588   FX:951-694-8730 Page 24 
 

NEMA 11 Stepper  Motor  Feature 

Standard Model   

  

Holding 

Torque 

Current 

 

Step 

Angel 

Resistance 

per Phase 

Rotor 

Intertia 

Motor 

Length 

Motor 

Weight 

List 

Price 

Single shaft Double Shaft N.m Oz.in A/Phase      ⁰ ohm g.cm2 mm kg USD 

ZSM-11-1-01 ZSM-11-1-11 0.05 1.27 1.5 1.8⁰ 2.5 9.0  31.0 0.1 29.99 

ZSM-11-2-01 ZSM-11-2-11 0.08 11.36 1.5 1.8⁰ 1.7 12.0  40.0 0.15 32.99 

ZSM-11-3-01 ZSM-11-3-11 0.12 17.40 1.5 1.8⁰ 3.5 18.0  51.0 0.2 35.99 

 

NEMA 11 Stepper  Motor Mechanical Size 

 

 

 

Supporting drive:EM-DC2M542(2Phase,4A,20-50VDC,25600 Resolution) 

Supporting cable:EM-CABLE-26-4-xx(1M,3M,5M,7M,10M,15M,20M) 

Supporting switching power supply:EPS-6-48-1(6A,48VDC output,AC95-132V input) 

NEMA17 Stepper Motor Feature 


